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Goal Objectives
.. . determine the minimum = Upon completion of this seminar, you will be
requirements for accessibility. better able to:
» 2018 International Building Code. = |dentify accessibility requirements in context of:
* 2009 ICC A117.1 Accessible * Who they benefit.
and Usable Buildings = Where and why they originated.
and Facilities. = Distinguish between:
= Federal laws.
= Accessibility code requirements.
= Determine the extent to which accessibility code
provisions apply.
7 o 7 I Identify scoping and technical requirements o
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Graphic Conventions

= Drawings presented today, and in the workbook, use the
following graphic conventions for showing dimensions on
figures. All dimensions are shown in inches above the
measure line with the metric equivalent below.

Gonventon Dessrpton

o showing U.S. customary uits

> ¢éenter
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Marginal Markings

code indicate a technical change from the requirements
of the 2009 edition.

- Deletion indicators in the form of an arrow are
provided in the margin where an entire section,
paragraph, exception or table has been deleted or an
item in a list of items or a table has been deleted.

* A single asterisk [*] placed in the margin indicates that
text or a table has been relocated within the code.
** A double asterisk [**] placed in the margin indicates that
the text or table immediately following it has been

relocated there from elsewhere in the code.

I Solid vertical lines in the margins within the body of the

> center
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Accessibility in the
Built Environment

{
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What are we talking about?

disability

> ¢enter
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A Look at Accessibility

= Scope and Technical Requirements of
Accessibility Provisions.

= Coordination with Federal Documents.

> center
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Disability Definition 2018 IBC - Philosophy 101
“A physical or mental Everything must be accessible, and
impairment which substantially _then allow for a degree of
.. ; inaccessibility that is logical and
limits one or more of a person’s reasonable.

major life activities.”

RNIN LEARNIN
centfe cente
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Requirements Mainstreaming

= Scoping = Technical ~— ™~ - P P
Requirements: Requirements:

= “What, Where = “How”

and How Many” = (ICC/ANSIA117.1- el o et
* (2018 IBC and [EBC)  2009) [ S Doyl

ot
*Nb

. center [T . center
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Coordination Efforts ICC Goals

= Coordinate the building code requirements with
the

Federal laws

RNING, LEARNING,
~ eenter = . . eenter
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American’s with Disabilities Act
(ADA) - 1990

= Civil Rights law against discrimination for
persons with disabilities.

= Consists of five areas:
= Title | — Employment

= Title Il — Accessibility public transportation and
governmental services

= Title Il — Accessibility to all other buildings
= Title IV — Telecommunication =7
= Title V — Miscellaneous

> c¢enter
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American’s with Disabilities Act
(ADA) - 1990

= Scoping and technical requirements found in:
= Originally in 1991 -
= American’s with Disabilities Act Accessibility Guidelines
(ADAAG).
= Uniform Federal Accessibility Standards (UFAS).
= Currently —
= 2010 ADA Standard for Accessible Design
= Previously called the 2004 ADA/ABA Accessibility Guidelines

> center
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2010 ADA Standard for
Accessible Design
= Dept. of Justice adopted July 23, 2010.

= Published in Federal Registry on Sept. 15, 2010.

= Requirements were mandatory for new
construction started after March 15, 2012.

> center
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ADA & ABA Standards §207

= Require compliance with the International
Building Code (IBC) for accessible means of
egress

19
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IBC 2003 IBC 2000 with
i Section 1007 2001 Supplement
1BC Section 1003.2.13
R
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Fair Housing Act (FHA) —
ADA & ABA Standards _ 1968 & 1988
= What about compliance with i = Civil Rights law against discrimination in
later editions? housing.

= 1968 - no discrimination on the basis
of race, color, religion, sex and national origin.

= 1988 - amended to include disabilities and
familial status.

= Permitted where equivalent or
better (“equivalent facilitation”
in the ADA Standards Section
103)

ousing Act

I
cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 22 cen r
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Fair Housing Act

= Covers all housing built for first occupancy after
March 13, 1991.

= Scoping and technical requirements found in the
Fair Housing Accessibilities Guidelines (FHAG).

cente cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 2 eenrer ind Usability for Commercial and Residential Buildings 2 eenrer

2018 1BC Acces:

sibilty ar
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“Safe Harbor” means...

= that requirements in the document have been
reviewed by HUD and meet or exceed the
building construction requirements in the FHA.

= 2021 IBC and 2017 ICC A117.1 will be review by
HUD.

> ¢enter
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Technical Assistance

= |CC and A117.1 — ICC, (888)422-7233;
www.iccsafe.org.

= ADA — Access Board, 800-872-2253(v), 800-
993-2822(TTY), www.access-board.gov or email
at ta@access-board.gov

= ADA — ADA Technical Assistance Centers
(800)949-4232; www.adata.org

= Fair Housing — Fair Housing Accessibility First,

88)341-7781; www.fairhousingfirst.org.
center
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Role of the Code Official

> center
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Enforcement of Federal
Requirements

Inspection and = ‘;

Review Mediation

Through the courts

> center
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Advanced

= This class will discuss some of the new ideas
coming forward in the 2017 A117.1 and the 2021
IBC. N

B -
= These will be indicated by the Q on the
upper right corner of the slide.

General Exceptions

ARNING

M 2018 1BC Significant Changes 29 Geﬂfer

29

-

Detached Dwellings

—
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Employee Work Area — Common
use circulation paths

Employee Work Area

Common use circulation
paths not required to be
accessible:

= <1,000 sq.ft. areas

& = Approach, enter and
: exit only
= Elements for
employees and only for
work not required to be

accessible = Integral to equipment
ExceptlonSi. = Exterior employee
= Work station < 300
. areas
sq.ft. in area and
required to be elevated
>=7 inches
M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 33 eenfer ] 2078 1BC Accessibility and Usability for Commercial and Residential Buildings 34 eenfer
33 34

Areas in Places
of Religious Worship

= Small areas used for
religious ceremonies are
now exempt from the
access requirements.

= <300 sq.ft. in area and

elevated or lowered >=7
inches

Walk-in Coolers and Freezers

LEARNING, LEARNING,
cent cent
2018 IBC Accessibility and Usability for Commercial and Residential Buildings ES eentrer 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 3% ecenrer
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:;_ e g

Utll §ructure

2
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Raised Area

T

centfe
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 39 cen r
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Equipment Spaces
S e

cente
2016 1BC Asosssibliy nd Usablty or Cormercal and Residental Blings ~ cenrer

41

Reidgnutial R-1
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Highway tollbooths

L RNING
cente
» eenter

ay Care Facility in a
Single Family Home
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Live/Work
Units

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Detention and
Correctional Facilities

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

45

Not Exempted Under IBC

= Religious Buildings

= Private Clubs

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

= Group .

Group R.

Assembly seating.
Self-service storage areas.
Judicial facilities.
Recreational facilities.

Special Occupancies

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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= Aggregate area of stories, mezzanines and occupied
roofs <= 3000 square feet except in:
= Health care providers.
= Multi-tenant mercantile.
= Transportation facilities.
= Government buildings.
= ltems specifically addressed in 1107 and 1108.

= Air traffic control towers.

=5 occupants.
= Press boxes

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

No accessible routes between levels
(or when do you need an elevator?)

= 2" floors or mezzanines that are non-public areas with <

EARNING

> eenter

Press Boxes

Copyright 2019 International Code Council

= <500 sq.ft.
= Accessed from the

bleachers
= A minimum of 12 feet

elevation
IBC o

[ 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 50 eenter
50

Existing Buildings

= Maintenance.

= Alteration.

= Change of occupancy. \

= Addition. !

= Historic buildings. e
L.Ak\m\C-ter
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Which book to use? Extent of Application
= Chapter 34 was deleted from the
2015p IBC W Alterations are not required to exceed the
« The 2018 IEBC has three methods— sciissmlllty that would be required for a new
= Prescriptive Compliance Method — utiding.
Chapter 5
= Work Area Method — Chapters 6
through 12
= Performance compliance method —
Chapter 13
= Accessibility provisions for all three
methods in Section 305
1BC , ‘ )
B oo ety s vty o ettt - center B oo ety s vty 2 ot st . center
53
Alterations to Existing Buildings .
General Exceptions
- Part 1
When altering an existing building, everything that = Accessible means of egress.
is altered must meet new construction = Technically infeasible.
requirements for accessibility. = When historical significance is adversely
' affected.
= Type B units when the alteration is to less than
50% of the area of the building (Level 1 or 2)
. 1BC R
B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 55 eenfer B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 56 eenfer
56
Copyright 2019 International Code Council 14



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Technically Infeasible

= Removal or alteration of a load-bearing member
that is an essential part of the structural frame

= Existing physical or site constraints

> ¢enter
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Alterations to Existing Buildings
- Part 2

= |f the area being altered contains a primary
function area, the route to that area and any
toilet rooms or drinking fountains that serve that
area must be evaluated for accessibility.

= |f they are not accessible, additional
improvements are required.

> center
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Primary Function Area

= A major activity for which the facility is intended.

= Excluding areas such as:
= Mechanical room or boiler room
= Supply storage
= Employee lounge or locker room
= Janitors closet
= Entrances
= Corridors
= Restrooms

> center
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Accessible Route Exceptions

= The cost of the accessible route exceeds 20% of
the cost of the alteration.

The alteration is limited to items that will not alter
the physical configuration or use of the space.

= The alteration is to improve accessibility.
= The route is to Type B units only.

> center
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Number 1 & 2 complaints in
existing buildings

Parking Toilet Rooms

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

> center

Basis for Technica
Requirements

3/26/2021

Dimensions
of Adult-Sized Wheelchair

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Wheelchair Turning Space

1525

(b) T-shaped

For S linch = 25.4 mm,

63
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Unobstructed Reach Limit

Cane Ranges
and Techniques

b = <
L |
8 ForSt i =254 . 7 v oSt e =254 . 7
M 2018 1BC Accessibiiity and Usability for Commercial and Residential Buildings 65 eenfer x | 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 66 eenfer
65 66
Children Requirements 2017 1CC A117 1
Unobstructed Children’s Reach Ranges ™ Wi” NOT be referenced in
Forward or Ages Ages Ages
Side Reach 3and 4 5 through 8 9 through 12 the 2018 IBC
High (maximum) 36 in. 40 in. 44 in. ] Many revisions based on a
Low (minimum) 20in. 15in. 16 in. study Sponsored by the
Access Board on
Anthropometry of Wheeled
Mobility
= http://www.udeworld.com/a
nthropometrics.html
IBC o IBC R
B oo ooty s vty 2 o st ~ center B oo ooty s vty ot e .« center
67 68
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-
-~

~ -
2017 ICC A117.1 %
Revisions include items such as
= 30"x52” clear floor space
= 67" turning circle

= 8" chamfered corners on turns for 36” wide aisles and
corridors

= Changes to turning spaces allowances to use knee and
toe clearances

= Will not be referenced in the 2018 I-Codes
= Will be referenced in the 2021 I-Codes

ARNING

> center
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Definitions
107.5 Existing Building

= Definition becomes important in deciding if the
provisions for new or existing building apply
= Existing buildings will be permitted to use specific
provisions from 2009 standard

= New buildings will use provisions from 2017 standard
— which generally require larger sizes

Significant Changes to the ICC A117.1 - Accessibility Standard - 2017 Edition

71

Copyright 2019 International Code Council

70

N
Definitions
107.5 Existing Building (New)

NQ -
= New definition

= Needed due to desire to
lessen impact of 2017
changes

= Defined as building
erected prior to adoption
of 2017 standard or for
which a permit has been
issued

Significant Changes to the ICC A117.1 - Accessibility Standard - 2017 Edition

18
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Exterior Accessible Route Public Arrival Points

= Exterior Accessible Routes * Accessible routes
= Locations and Elements start at public arrival
Curb R points such as:
U mamps = Accessible parking

= Ramps spaces
= Accessible Parking Spaces = Bus drop offs
* Passenger Loading Zones . sptggléc transportation 8
= Signage. = Where a building

sidewalk connects to
the public sidewalk

IBC — 1BC g
[ 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 73 “:ehfer [ 2018 1BC Accessibility and Usability for Commercial and Residential Buildings e hnier
73 74
Accessible Entrances Other elements on the site
= Accessible routes = Accessible routes are

required to all facilities
offered on the site.

= Exception: Where the
only access is by a
vehicular route, then the
accessible route can also
be provided by that
vehicular route.

connection public
arrival points to
accessible entrances

LEARNING, LEARNING,
cenfe cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r

75
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Minimum Clear Width for a Changes in Elevation
Single Wheelchair

1/, max

b R
64 N R e
24max 48 mi \ 17‘ ©
W 610 W 1220 ;LJ'
Ml

36 mi
915
32m
815

Fig. 403.5
Clear Width of an Accessible Route

ARNING LEARNING
cenfe cente
2018180 Accossiity and UsaityforCommersialandRosidenaSudngs » eenrer 201818 Accossiity and UsaityforCommersiland RosidenaSudngs » cenrer

77 78

Hazards

= Grates
= Platform edges

= Raised and marked
crossings

LEARNING, LEARNING,
cent cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 79 cen er 2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r

79
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Protruding Objects Cut-in Curb Ramps

x
PLANTING OR OTHER
NONWALKING SURFACE | it

Yy F

X = 36" minimum in new construction

On existing sites, if landing is <36” then slope of flared sides shall not
exceed 1:12.

IBC

I
cente
» eenter
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Detectable
Warnings
at Curb Ramps

= Detectable warnings are i
~ not required on curb ramps e
\§ by IBC or A117.1

S = If a designer chooses to
1 provide detectable o
10 warnings, then technical y.. -
provisions are provided for &

< area covered, location, ‘ P
pattern and contrast.

Built-Up Curb Ramps

36” minimum

On existing sites, if landing is <36” then slope of flared sides
shall not exceed 1:12.

RNING, LEARNING,
centt v cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 83 cen er 2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r

83 84
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. g Curb Ramp
Painting at Curb Eampg Location

= Surfaces are required i \ E m = A36” minimum landing must be

. . available at the top of the curb
to be slip resistant, so ramp
don’t paint the curb = Adepressed sidewalk with curb
ramp or flared sides ramps at each end is permitted
= |f the curb is painted,

= Don'’t put a built up curb ramp
overlapping the access aisle

then just the curbs on

the flared sides are

= Locate so that
they will not be
obstructed by

painted parked cars
IBC - LEARNING
[T center B oo ety sty o ot sttt nes center
85
Curb Ramp Allowances Signage

= Curb ramps can have a
rise of more than 6
inches.

= Curb ramps do not have
to have handrails.

= Curb ramps are not
required to have flared
sides.

Where not all entrances
are accessible

= At accessible
entrances
= Directional signage at

non-accessible
entrances

N LEARNING, LEARNING,
cente cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r en r
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N N
Impact — Exterior route Q Impact — Exterior route Q
Wider sidewalks Wider passenger drop offs Options for curb cuts Blended transitions

ARNIN LEARNING,
fe O fe
Significant Changes to the ICC A117.1 - Accessibility Standard - 2017 Edition 89 en r Significant Changes to the ICC A117.1 - Accessibility Standard - 2017 Edition % en r

89

Accessible Parking Spaces

= Based on number of parking spaces provided.

= Number of parking spaces required per zoning
ordinances.

= Accessible spaces required:
= Table 1106.1 for general parking.
= 2% for Group R-2 and R-3.

6é$$ib|e pa';klng and = 10% at hospitals facilities.

” = 20% at mobility treatment centers.
passenger loading zones » 1 of 6 accessible spaces sized for a van

LEARNIN
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 92 n I er
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Dispersion by Type Parking Locations

* Locate on the shortest
accessible route to an
accessible entrance.

= Parking lots
= Parking garages

= Multi-entrance building
= Carports or multi-building sites —
= Private garages disperse spaces
= Pay/free = Exception:
% I . IVan Ispfaceskon ground
= Empl visitor Etsp evel of parking garages
poyee/ sto : (vertical clearance of 98
only inches)
= Grouped where better
access is provided
IBC

L RNING
cenfe
cenrer

93

Dimensions of Parking Spaces
in Parking Lot

£

Alternative Space

accessible route

I == 7
i ﬂ = u n n
i1 I o 7 ﬂ I n
|| B 7
LA DI v/ 7
H e R
96 min_ 60 min 96 min 96 min 96 min
. [ 2440 [1525] 2440 2440 | 2440 |
252 min
. ’ For Sl: linch = 25.4 mm, 6400
IBC For Sl: linch = 25.4 mm. e IBC ree
B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 95 eenfer B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 96 eenfer
95 96
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. Q -

= Added provisions
related to diagonal
parking and on-street
parking

= On-street provisions
based on and

coordinate with
PROWAG

Parking Spaces

Perpendicular or angled parking

(New) Standard previously did not
provide guidance or requirements
for on-street parking

IBC

> ¢enter

Passenger Loading Zones

= Atleast one in Group I-1 and I-2
= At the entrance where valet parking is provided

= Where passenger loading zones are provided,
they must be accessible

> ¢enter
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98

Passenger Loading Zones

™ 20 feet min "

ji 6100 1
} 60 inches min
1525

> center
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Allowances

= Passenger loading
zones do not have to
have a confined
length. The intent is
to allow for a location
where people can
transfer in safety.

= Vertical clearance is
114” minimum

center

99
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Signage &
PHYSICALLY
CHALLENGED!

. . PARKING
= Accessible parking must have ¢ oNy |

a sign
= Exceptions:
= Fewer than 4 total parking
spaces
= In Group I-1, R-2, R-3 and R-4
where parking is assigned to
residents
= Access aisles should be
marked to discourage parking
on them
= The space is not required to be
marked
= Accessible passenger loading
zones must have a sign

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

RNING

 center

101

Good or Bad?

R
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Good or Bad?

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Good or Bad? Good or Bad?

cente
«~ center

WnCTIVIT)

@ Module 2 Problem

A\
= - = ~ -
Vehicle Charging Stations
= New scoping provisions now require electrical vehicle
charging stations to meet limited accessibility criteria.

= Charging stations provided to serve Group R-2, R-3 and R-4 = Evaluate the
occupancies are not required to comply. accessible parking and
= To be viewed as a “service” rather than a parking space the exterior accessible
= Neither the IBC nor ICC A117.1 mandate the installation of route on this site. -
such stations, but if they are provided they must comply with o5 PARKING SPAGES
these two accessibility requirements: . .
= Minimum of 5% of vehicle spaces on site, but not less than one of each " Mlght there be different
type of system, shall be accessible. considerations if this is
= Accessible vehicle spaces to comply as for a van accessible parkin an existing site?

space, with:
= 132 inches minimum width, and

BC 8= Minimum 60-inch-wide access aisle.

~ center
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ACTIVIT,

(@) Module 2 Answer

Requirements met:

= The number of accessible spaces required is
correct (IBC Section 1106.1).

= Access aisles may be shared between
accessible spaces (ICC A117.1 Section 502.4).

ACTIVIT,

(@) Module 2 Answer

Requirements not met:

= There should be a van accessible space (IBC
Section 1106.5).

= The accessible spaces should be those located
closest to the accessible entrance (IBC Section

= An accessible route is required from the 1106.6).
accessible parking to the accessible entrance
(IBC Section 1104.1).
IBC ) IBC )
- M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 109 eenfer - M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 110 eeni.er
109 110
P‘c,TIWTy P‘c,TIWTy

(@) Module 2 Answer

These requirements are not indicated on the plan,

but must also be considered:

= Parking and aisle width requirements per ICC
A117.1 Sections 502.2 and 502.4.2.

= Parking and aisle sloping requirements
according to ICC A117.1 Section 502.5.

= Signage is required according to IBC Section
1111.1 and ICC A117.1 Section 502.7.

> center
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@ Module 2 Answer

ese requirements are not indicated on the plan,

but must also be considered:

= Width of accessible route is 36 inches minimum
(ICC A117.1 Section 403.5).

= Accessible route requirements listed in ICC
A117.1 Sections 402 and 403.

= Curb ramp requirements covered in ICC A117.1
Section 406.

111
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P\CTIWT"
@ Module 2 Answer

Iscussion

= On an existing site there might be revisions to
the accessible parking and route based on
alterations to a primary function space within the
building (IBC Section 3411.7). Limitations would
be based on technical infeasibility and 20
percent of the cost of the alteration.

cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 13 cen r

113 114

. . Entrance/Exit
Accessible Entry vs. Exits . .
Requirements—Introduction
= Comparison of Requirements. = Requirements for both entry and egress must be
= Accessible Entrances. addressed and the most restrictive applied.

= Accessible Means of Egress.
= Visible and Audible Alarms.

3 (>

LE, LEARNING,
centfe cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 115 cen r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 116 cen r

115 116
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. . ACTIVIT)
Accessible Entry vs. Accessible Problem T T
Exit # /

TERM DEFINITION EXAMPLE REQUIRED #
Consists of:
Accessible | «Exterior accessible route. 60% of the
; Elevator
Entry eAccessible entrances. entrances
eInterior accessible route.
Consists of: 1 with -
. *Exit access via interior . 1 MOE -U
éCFESSIble accessible route. EX"E
xit eArea of refuge/Exit. Stairway 2 with
Exit discharge. 2+ MOE
IBC ) IBC )
[T ~ center [T - €enter
117 118
WCTIVIT) WCTIVIT)
3 Problem ‘ ‘ | | | | | ‘ 3 Problem | | | | | | ‘ ‘
#1 4 #1 {
Exterior Area of
Assisted Rescue
IBC e IBC LA
- - eenter e oo ety s vty ot s R = center
119 120
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ACTIVIT,

ACTIVIT,

- -
(@) Problem #2 (@) Problem #2
71 /71
Employee
Sorage n Lounge
S Q
Sales Area Sales Area
Main Entrance Main Entrance
IBC ) IBC )
[ 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 121 c enfer M 2018 1BC Accessibility and Usability for Commercial and Residential Buiidings 122 éenfer
121 122
Pc,TlWTy P‘c,TIWTy
= =
@ Problem #3 @ Problem #4
/\/Iaveable Par@ws ==
|
IBC . IBC rene
2018 1BC Accessibility and Usability for Commercial and Residential Buidings 123 eenfer 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 124 eenfer
123 124
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nCTVIT

Problem #4

Y.

eart of jungle
ar discover an ancient and heretofore
unknown sacrificial altar.
IBC
ARNING;
center i
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 125

Accessible Entrance Exceptions

= Special entrances — at
least one:
= Parking garages

= Areas not required to be accessible.
= Doors that serve as means of egress only.

e walk = Service entrances that are not the only entrance
= Elevated walkways

= Restricted to a tenant.

= Inmates or detainees

= Public entrances — 60%.
= Individual entrance
= Tenants

= Accessible Group | and R
dwelling and sleeping units

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Interior Routes

= Connect accessible
entrances to
accessible spaces
within the building

= The accessible route
must allow for
unassisted access

Platform lifts

Additional Routes

= Connections between dwelling
and sleeping units and all
shared facilities (e.g., dining
halls, lobby, laundry,
mailrooms).

IBC Elevator )
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 129 eenfer M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 130 éenfer
129
Automatic Doors Bt Automatic Doors Bt
at Public Entrances at Public Entrances
= |n specified occupancies with sizable occupant loads, * In mixed-occupancy buildings where
the accessible public entrances must now be provided total building occupant load exceeds
with an automatic door. thqt I!sted, the most restrictive
) . . building occupant load shall apply.
=  Where an automatic door is required by Table . )
1105.1.1, it shall be either a full power-operated - Whgre the public entrance |pcludes a
N vestibule, at least one door into and
door or a low-energy power-operated door. one door out of the vestibule must
TABLE 1105.1.1 Public Entrance with Power-Operated Door* comply with the requirements.
0 Building Occupant Load Greater Than L Very important to understand that
AdloAZ A A 00 doors that require card or key
Lo = entry will most likely still be
upant load s gratr considered public entrances.
IBC I IBC ARG
center center
L3
131 132
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In case of fire
do not use elevators

Use stairways

Planning

133

3/26/2021

Pre-Planning for Emergencies

 Fire evacuation plans
« Fire safety plans
* Lockdown plans
» Associated drills

* Worked out with the building
owner/renter and the fire
department

» Updated annually or when
necessitated by changes

« Available for review

> center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Pre-Planning for Emergencies

Required in:

* Assembly

* Churches over 2,000 occupants
» Educational

» College dormitories

» High Hazard

* Institutional

» Hotels

* Group homes

~ center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Pre-Planning for Emergencies

Required in:

» High-rise buildings

» Covered malls > 50,000 sq.ft.

» Mercantile & Factory (> 500 occupants on the
1st floor and basements or 2nd floor > 100
occupants)

* Underground buildings

» Assembly, Educational and Mercantile with
atriums

~ center
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Fire Evacuation Plans

» Emergency routes

« Strategy - Evacuation or defend in place
« Critical equipment operation

 Assisted rescue procedures

« Verifying full evacuation

» Emergency responders

» Notification of occupants

» Notification of fire department

« Emergency voice/alarm communication system

Fire Safety Plans

* Reporting emergency
» Evacuation or relocation of all occupants

« Site plans — occupancy assembly point, fire
hydrants, fire truck route

» Floor plans — exits, routes, areas of refuge, fire
alarm, extinguishers, fire hoses

» Major fire hazards
» Persons responsible

. [ ——— ~ center . [ ——— - center
137 138
Lock-down plans Emergency Drills
T * Assembly — quarterly
= Occupant notification .
o * Business — annually
= Emergency responders notification - Educational — monthly
= Accountability « Factory — annually
* Recall « Institutional — quarterly on each shift
= Communication * Hotel - quarterly on each shift
= Coordination + Apartments/dorms — 4 times annually
= Training » Group homes - quarterly on each shift
+ High rise - annually
1BC o 1BC R
Pt 5 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 139 cenfer Pt B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 140 eenfer
139 140
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Nﬁ‘ication&
Communication

141
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Signage

= Evacuation plans
at elevators

= Signage at any
non-accessible
exits

ACCESSIBLE
EXIT

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~. center

Signage
= Visual exit signs at
stairway entrances
= Tactile exit signs at
stairway entrances

EXIT

STAIR -'.I.I'I-
(5‘ AREA OF

REFUGE

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Signage

= Visual signage within
the stairway

= Tactile signage
indicating floor levels

= Tactile signage at the
door leading to the exit
discharge

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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= Within areas of refuge = Installed in accordance with

= At elevator lobbies in sprinklered buildings NFPA72.
(added into 2009 IBC) = Manual fire alarm pull

= Variety of options stations must be

= Allow for communication and feedback between accessible.
emergency responders and people who need
assistance ) 2

BC EARNING BC LEARNING
[T = center [T = center
145 146

Visible Alarms

= All public spaces.
= All common spaces.
= Group I-1 (assisted
living) and
R-1 (hotel) units per
Table 907.5.2.3.2.
= Future expansion for:
= Individual employee
work areas.
= Smoke alarms in Group
R-2 (apartments) units.

Aéssible Means of Egress
(MOE)

ARNING,
O te
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 147 c r

147 148
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Elements of Accessible MOE Accessible Exit Access

An accessible means of
egress is a continuous
and unobstructed
accessible route of
egress travel from any
accessible pointin a
building or facility to a

public way. )
discharge
Platform lifts with
standby power
IBC A P
[T  center [T

Accessible Exit Discharge

Exit Stairs Allow for self evacuation when possible

Exit Door

Horizontal Exit Elevator with standby power

Drawing courtesy of Access Board

RNIN LEARNING,
O i‘e O i'e
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 151 een r 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 152 € r
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Accessible MOE

* Assisted rescue

Areas of Refuge

& ( ,\, communicaltiondevice

when necessary e adlasl -
+ Defend in place (i.e., : gasistance
. N posted
hospitals, jails) instructions

» Assisted evacuation
at stairways

» Assisted evacuation
at elevators with

4
Standby power Wheelchairspaces |3

1 outside exit width
Drawing courtesy of Access Board
IBC
i : .
cente cente
2018156 Accesssty and Usaity for Commercia an Residntil Buidigs - cenrer 201156 Accessity and Usaity for Commeril and Rsidotl Biigs w cenrer

ADA & ABA Standards §207 ADA & ABA Standards

* Require compliance with the International . .
Building Code (IBC) for accessible means of » What about compliance with
egress later editions?

InTeRNATIONAL D

Fluoss Code gy = Permitted where equivalent or ’

better (“equivalent facilitation”
in the ADA Standards Section

103)
IBC ?003 IBC 2000 with
. Section 1007 2001 Supplement :
e Section 1003.2.13 IBC
[ 155 Genfel’ . M 2018 1C Accessibilty and Usabilty for Commercial and Residential Buidings 186 cenrer
155 156
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AMOE: Minimum Number

= Minimum number of AMOE required:

=1 AMOE - where 1 MOE required

= Exceptions:
+ Existing facilities
* Areas not required to be accessible

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

=2 AMOE- if more than 1 MOE required

> center

Special Consideration

= Mezzanines.

= Wheelchair spaces in
Assembly seating with
sloped or stepped
floors.

= Areas accessed only by
platform lifts.

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

157

158

= 1 MOE & 1 AMOE allowed under these conditions:
* mercantile occupancy; and
* 49 or fewer occupants; and
* 75 max. travel distance from farthest point

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Example: 1 MOE/AMOE

Drawing courtesy of Access Board

~ center

Copyright 2019 International Code Council

MOE: Minimum Number

= |BC requires 2 or more MOE in most facilities with few
exceptions

Drawing courtesy of Access Board

> center
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i
°
o

MOE: Minimum Number

MOE required from each space and room

Drawing courtesy of Access Board

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

MOE: Minimum Number

Required MOE must be maintained under all
conditions, including temporary divisions of space

T Z

movable

partitions 1

s

L™

AT

Drawing courtesy of Access Board

~ center
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MOE: Minimum Number
At least 2 MOE required

Drawing courtesy of Access Board

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

Exit Discharge

Accessible route to a public way

Drawing courtesy of Access Board

163
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Accessible Exit Discharge

= [f exit discharge is not accessible:
= Steps

= Steep site

= Snow

Interior area of refuge, or

= Exterior area of rescue assistance.

Exit Discharge

Interior Area of Refuge

1

L

Drawing courtesy of Access Board

~ center

= No exceptions for sprinklered buildings.
IBC .
S « center
165
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Exit Discharge

Exterior Area for Assisted Rescue

=u

Drawing courtesy of Access Board

Exterior Area for Assisted Rescue

1 hour min. fire-rated separation

openings must have %
hour protection rating

2018 IBC: Section1009.7.2 has added an exception for the exterior wall and
opening rating in sprinklered buildings for exterior area of assisted rescue.
However, this is not an exception for the space. Drawing courtesy of Access Board

cent
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 167 eentrer

167
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Exterior Area for Assisted Rescue Exit Access: Upper Floors

AMOE on floors above or below level of
exit discharge connect to exit stairs

S a.. .

2012 IBC: New provision for alternative protection from openings adjacent to the
exterior area of assisted rescue.

i Drawing courtesy of Access Board Drawing courtesy of Access Board

ARNING, L KNING,
cente cente
2015150 Acoosiity and Usailty frCamral and Resilente Sutdngs » center » eenter

169 170

Exit Access: Upper Floors Exit Access: Upper Floors

Areas of refuge required
in non-sprinklered
buildings

Areas of Refuge
not required in
sprinklered buildings

Drawing courtesy of Access Board
IBC

Drawing courtesy of Access Board
IBC
LEARNING, LEARNING,
o te| o te|
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 171 cen r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 172 cen r
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Stairways

» Exit stairway or exit
access stairways
between stories or
mezzanines.

= 48” clear width.

= Accessed from
area of refuge. Fireman's carry

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Exceptions to IBC 1009.3.3 -
Area of Refuge

= Open exit access stairways.
= Stairway is accessed from a horizontal exit.

= Buildings with an NFPA13 or NFPA 13R
sprinkler system.

= Open parking garages.
= Smoke protected/open air assembly seating.
= Group R-2.

~ center

173

> center
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Exceptions to IBC 1009.3.2 —

48” clear width

= Buildings with a
NFPA13 or NFPA 13R
sprinkler system.

» Stairway is accessed
from a horizontal exit.

Elevator with Standby Power

= Required in buildings with 4 or more stories
above or below the level of exit discharge

ACCESSIBLE
FLOOR

FIVE
STORIE

VEL OF LEVEL OF
EXIT DISCHARGE EXIT DISCHARGE

EN=AVIE RN T

FOUR
STORIES
ACCESSIBLE
FLOOR |

cent
M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 175 cenrer
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Occupied roof Q ) Elevator with Standby Power

= What would the = Required in buildings 5 stories or higher

requirements be if a 4
story building had an
occupied roof?

= 2021 - Standby power
would be required for
the elevator. There is
no exception for a
horizontal exits or

prinklers on the roof. _
Drawing courtesy of Access Board
0150 oty sty o e - center [T - center

177 178

Elevator with
standby power

Exceptions to IBC 1009.4.2 —
Elevator
Area of refuge
= In building 5 stories = Elevator is accessed from a horizontal
or taller % exit.
= Accessed from = Open parking garages.
area of refuge. = Building sprinklered with an NFPA13 or
» Standby power In case of fire NFPA13R system.
yp do not use elevators = The elevator is not in a shaft.
= Smoke protected/open air assembly
Use stairways seating.
1BC o 1BC o
5 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 179 eenfer - B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 180 éenfer
179 180

Copyright 2019 International Code Council 45



2018 IBC Accessibility and Usability for 3/26/2021
Commercial and Residential Buildings

Exceptions to IBC 1009.2.1 -

Standby power Areas of Refuge

communication device

» Buildings with horizontal exits (i.e., |
defend in place scenarios like a g ‘
hOS p |ta | ) ins'::us;ei:ns

= Ramps are proved from all floor
levels (i.e., sports facilities or parking

garage) J
Wheelchairspaces >
outside exit width
BC Drawing courtesy of Access Board
x | 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 181 eenfer x | 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 182 éenfer
181 182
Area of Refuge Areas of Refuge
= Accessed by an accessible route. = 30" x 48" space.
. = One space for
= Separated by a smoke barrier. every 200
= Direct access to an exit stairway, elevator occupants.
with standby power or, on grade level, an = Access to a space
. may be through
exit. one other space.
= Do not block
general means of —
egress path. :7'
IBC o IBC l R
B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 183 eenfer > B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 184 eenfer
183 184
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Area of Refuge

= Two way emergency
communication system

= |dentification

= |nstructional signage

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Good or Bad?

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Good or Bad?
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Good or Bad?

187
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Quick review of AMOE

= In a two story sprinklered building, which AMOE
items are exempted?

= Areas of refuge at a stairway

= Exterior wall rating at exterior areas of assisted
rescue

* In a two story sprinklered building, which AMEO
item is relocated?

ACTIVIT,

@ Module 3 Problem

= How many exterior
doors are required?

= Which doors will most A\ T /)
likely serve as the )
entrances, and how —
many are required to be ;
accessible?

e

= Assuming the occupant | i
= BVVV—— =
= =
= =

CHANCE

load is 750, how many
doors will serve as exit

= Two-way communication is required at the doors, and how many ~ f——p — — T
are required to be NARTHEX —
elevator accessible? | X
IBC . IBC N\ conrroom RestROOMS —
" 2018 IBC Significant Changes 189 e eni.er M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 190 e eni.er
189 190
ACTIVITY ACTIVITY

@ Module 3 Answer

How many exterior doors are provided?
= Three

Which doors will most likely serve as the entrances,

and how many are required to be accessible?

= One main entrance is indicated. If that entrance is
accessible, that will exceed the 60-percent accessible
entrance requirements (IBC Section 1105.1).

> center
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@ Module 3 Answer

Assuming the occupant load is 750, how many doors

must serve as exit doors, and how many are required

to be accessible?

= Three exits are required from the space, and at least two
must be accessible (IBC Section 1009.1). Designer’s
choice as to which two, but they must be distinct.

> center
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Interior Accessible Route

= Technical requirements.

= Doors.

= Elevators and Platform Lifts.
= Stairways and Ramps.

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Wheelchair

Minimum Clear Width for Single

Accessible Route Width for
Turns

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

= =
E El2
I o>
8 8
Fig. 4035
Clear Width of an Accessible Route
IBC
RNIN fl
2018 IBC Accessibility and Usability for Commercial and Residential Buildings cen r
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Changes in Elevation

Change in elevator

= Changes at
thresholds

= Changes of materials

[ — ~ center [P ~ center
197
Protruding Objects Along . .
. - Protruding object
A Circulation Path g obj
IBC g I
199 Eenfer B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 200 eenrer
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Protruding object Overhead Protruding Objects

| 5
g
~
: 8% 18
: 2R
| s
H\L i
x

cente
cemer

LEARNING
cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 202 cen r

Overhead protruding object Overhead protruding object

LEARNING; LEARNING,
cent cent
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 203 eentrer 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 204 ecenrer
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Doors Operation
1010.1.8
. s | |
Door Size 1,
1010.1.1 | i HE
{ g Doors in a Series
. 1010.1.9
Door Swing e =
1010.1.2 T
LEARNING
M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 206 & e fer

Door Opening Clearances

ALLOW PASSAGE FOR CYLINDER
OF 32" DIAMETER AND 78" HEIGH:
DOOR OPENINGS

CLEAR WIDTH - 32°

DOOR FRAME

DOOR

Projections into clear with

’ - ‘ = Projections of 4
i .

inches maximum into
the clear door width
34" above the floor
allows for panic
hardware.

= Door closers and door
stops can reduce
vertical clearance to
78".

centfe
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 207 cen r
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Hardware

or twisting of the wrist.’
= Hardware height is
between 34” and 48”
= 5 Ibs. force it to open
the door after the latch
has been disengaged.

= Examples of ‘no tight
pinching, tight grasping

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

Door Opening Forces

= To provide coordination with ICC A117.1-
2017, technical and format changes now
address: —
= Releasing the latching hardware, and
= Force to open an egress door.
= To unlatch doors:
= Where door hardware operates by push or pull,
the operational force not to exceed 15 pounds
= Where door hardware operates by rotation, the
operational force not to exceed 28-inch

209

pounds.
= Coordinates with Section 404.3.6 of ICC
A117.1
IBC
210

Door Surface

= On the push side, the
bottom 10” must be
clear of obstructions

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

Vision lights

= Vision lights, where
provided, must have a
bottom edge below
43"

= Vision lights above
66" are exempted

center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Maneuvering Clearances

T8 e

60 min_

J
Front

o

Maneuvering Clearances

> center
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Front Approach, Approach,
Pull Side Push Side
IBC -
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 213 eenfer
213

214

Maneuvering Clearance

= Required at power
assist doors

= Not required a low-
power automatic
doors and fully
automatic doors

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Maneuvering Clearance

= A117.1 Section 404.2.3 —
Required door
maneuvering clearances
shall not include knee
and toe clearances.

= The intent s to disallow
for sinks or counters to
overlap the maneuvering
clearance, but allow for
items such as handrail
extensions or hand
dryers.

IBC
LEARNING,
cent
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Vestibules

e ]
/ \ 55 c 1525
/ el 8% EH & p
i £8 L, A~ =K
| sl? — ™
\ 2= 4 - / N \ //
S 60min | / 2 / ) T = Z
~ 1525 £l] . NN
EIE 83
\ ) a3
\__ 60min

T fgss 7

s ©

§§ ©

H
(@
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IBC
ARNING,
o
. [ ——— -, center

Other types of doors

= Revolving doors and
security turnstiles
cannot serve as part
of an accessible
route.

= Gates are required to
meet the same
provisions as doors.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Vestibules

= Where doors at a
vestibule are notin a
straight line of travel, they
still have to meet the
vestibule requirements.

= Awheelchair space
should be provided past
the swing of the first door.

= Aturning space must be
available in the vestibule
in case the 2" door is
locked or too difficult to

open.

60 TURNING SPACE
BETWEEN DOORS

|

601 TURNING SPACE
" BETWEEN DOORS

Ir

senter

>
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Elevators Elevator Care Size
= ASMEA17.1. = Access to controls.
= |[CCA117.1.

= 60” turning circle
not required.

= Permitted to serve as part
of the accessible route
anywhere.

= 5 story buildings or
higher, standby power for
accessible MOE.

= 4 stories or higher, one
sized for a stretcher.

1065

915
(@) Centered Door Location (b) Off-Centered Door location
60 MIN

NOTE: The aui

915
() Any Door Location

cente : cente
201515C AcosssloMyand UssbiRy for Commercaland Resklntial Buldings = centrer 201815C Acosssloyand UssbiRy for Commercaland Reskintial uldings = €enrer

221 222

LULAs LULA Car Size

Limited Use/Limited
Application Elevators

= Considered a type of
passenger elevator
= ASME A17.1.
= ICCA1171.
= Application limited by
product:
= Limited capacity.
= 25 max. travel.
= Slow speed. L%L Jr%lﬁ
(a) New Construction {b) Existing Bullding
1BC Scpten
2018 1BC Accessibilty and Usabilit for Commercial and Residential Buildings 223 eenfer - 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 224 éenfer
223 224

Copyright 2019 International Code Council 56



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Private Residence Elevator

= ASME A17.1.

= ICC A117.1.

= Application limited:
= Limited capacity.
= Serve or within an

individual dwelling
unit.

= Slow speed.

Platform Lifts

= ASME A18.1.

= ICCA117.1.

= Permitted anywhere in
existing buildings.

= Limited application in new
construction.

= Standby power when used
as part of an accessible
means of egress.

IBC
~ cenfer | —————— - center
225 226
Platform Lifts Platform Lifts
32min 82 min ,,
= Performing areas. = Amusement rides. < < ag;-;
= Wheelchair spaces in = Play structures.
assembly seating. = Team or player seating. ‘
= Restricted spaces with Boating and fishing
<6 occupants. piers Platform Platiorm Platiorn .
= Within dwelling and = Existing exterior 3¢
sleeping units. constraints. ‘ N
= Areas in courtrooms. = This location cannot also i Sl o e sido
serve as part of an In comer
accessible means of Hmin {b) Platform with doors on adjacent sides

egress.

cent
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 227 cenrer

(a) Ptatform It with door at one end or
ands
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Types

= Scissors lift
= Cantilever
= Screw drive
= Inclined

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

When must doors be automatic?

=%

TRAVEL BETWEEN LEVELS

TRAVEL WOULD ALWAYS BE (1)AND () WOULD RESULT IN
PULLIN/ PULL-OUT: APULLIN/ BACK-OUT.
THEREFORE, THE EXCEPTION THEREFORE, THE EXCEPTION
IS APPLICABLE 1S NOT APPLICABLE

> center
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Controls

= Key access no longer
required by the
standard.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Good or Bad?

1N
cente
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Good or Bad?

EARNING

cente
2013150 Aceeslity and Usatit for Commercil and Ridotat g ~ cenrer

3/26/2021

Stairways and Ramps

233 234
" 11 inches min. tread depth
. Riser height 4” to 7”
Sta | rways 1-1/4” max projection of
nosings
= Not part of the accessible route ’ Handrails and Guards
into building.
= Part of an accessible means of )
egress out of building with prandrail
assistance.
= Mainstreamed requirements
with no reference to ICC
A117.1.
= Safety provisions for persons
with mobility and visually
impairments addressed in IBC.
1BC . Stairway width
B 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 235 eenter
235 236
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12 min
305

= The handrail extension a
the bottom is 1 tread depth
minimum and sloped.

= The 2010 ADA has removed
the requirement for the
additional 12” horizontal
extension at the bottom.

= The handrail extension at
the top is 12” minimum
horizontal.

= The extension must be in
the direction of the stairway
run

Handrail Extension ]

x = tread depth

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

Solid tread and risers?

= Treads allow for
opening %%2” or smaller

= Risers should not
allow for someone to
get their foot caught
under the tread.

> center

237
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238

Good or Bad?

= Handrail extensions?

o

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

N
~ -
Stairway lllumination Q
= Exit stairways, exit access stairways and their
associated landings must now have an illumination
level under normal power of at least 10 footcandles.

» Measured at the walking surface

= Not applicable to stairs in exit discharge

= Required only when stairway is in use, allowing
for occupant-sensor or daylight-responsive
controls

= Exceptions for auditoriums, theaters and similar
assembly occupancies still applicable

= Considered as an easily accomplished means for
improving stairway safety

center

Copyright 2019 International Code Council
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Handrails at Social Stairs —
Example (correct)

Ramp Technical Criteria

= >1:20 slope.

= 1:12 slope maximum on accessible routes.
= Change in level at start of ramp

= Surfaces — slip resistant

= Cross slope - < 1:48

= Minimum width — 36” between handrails

= Maximum rise — 30” between landings

= Adequate landings

IBC

241

> center
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Ramp Landings

TURNING
SPACE

(8)
REVERSE OF DIRECTION

A
CHANGE OF DIRECTION

<

TURNING
SPACE

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

Ramp Landings

60
7e95 TURNING SPACE

24 MIN
}-‘ 610 "7
n —)

i . /\‘f\ 3
B
Ze ' FAAIR 2 /8
i SLOPE RAMPLANDING | \ 299
g7 - 1 \ ]
B
I =

/

243
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Ramp landing adjacent to lockable doors
IBC
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>30" drop off

s Curb or rail edge protection with <= 30” drop off
IBC
B 2015 5 Accessivity and Usabity for Commercial and Resicentil Buidings

Edge Protection, Handrails & Guards

> center

Ramp Allowances

= Curved ramps are
permitted if they meet
cross slope.

= Where the ramp slope ‘
matches the sloped floor,
edge protection may be
provided by a wider
surface.

= |n assembly seating,
accessible ramps are
only required for entry
and exit from accessible
wheelchair spaces.

245

IBC
2018 IBC Accessibilty and Usabilty for Commercial and Residential Buildings

center

246

Ramp Allowances

= Barriers may serve as
a handrail where
guards are not
required.

= Projections can be at
or below the handrail
height.

= Handrail grasping
surfaces cannot be
obstructed.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Ramp Allowances

= Ramps can have
grilled surfaces in
cold or wet areas.

= Where the ramp
moves up with the
grade, edge
protection may be
provided by a wider
surface

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Good or Bad?

249 250
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aCTIVIT,

Module 4 Problem

w AN
Ul —_—
s SLOPE 1:10 [EL+1'6"

e Are the means of
30 P egress elements
SLOPE 1:10 . .
" shown in this plan
v ool 22 N accessible?
SLOPE 1:10 }U Identlfy any
o 5o Tao up noncompliance.
LEARNING,
center
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nCTVIT

- Module 4 Answer

= Ramps: The width between handrails is too narrow. While each rise
is only 6 inches, the entire ramp has a rise of 18 inches, so they
cannot use the handrail exception. (152 mm); the ramp slope is too
steep; landings are not of an adequate size (IBC Section 1012, ICC
A117.1 Section 405).

= Doors: The door leaf does not provide 32-inch (813 mm) clear
width. The doors have to be automatic or there is a problem with
the space between the doors (IBC Sections 1010.1.1 and 1010.1.8,
ICC A117.1 Sections 404.2.5 and 404.3.1).

= Stairs: Handrails do NOT have adequate handrail extension at the
bottom (IBC Section 1014.6).

= Controls: The clear floor space to access the controls must be
outside of the swing of the door (ICC A117.1 Section 404.3.5).

LEARNING;
center
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 255
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N
~ Q -
= In Group E occupancies, enhanced classroom acoustics shall be

provided in all classrooms having a volume of 20,000 cubic feet or
less.

Enhanced Classroom Acoustics

= Such acoustics to be in compliance with Section 808 of ICC A117.1,
including regulation of:

= Reverberation times based on either the performance method or prescriptive
method

center

Building Features and Facilities

= Plumbing Facilities.
= Customer Service.
= Other Features.

> center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Bathrooms

= Type A and Type B unit bathrooms are not
addressed in this class.
= All other bathrooms will be covered here:
= Public bathrooms
= Private bathrooms
= Accessible dwelling and sleeping units
= Child size bathrooms

~ center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Bathrooms

= Required fixtures per IPC.

= Designers choice for how required fixtures are
separated:
= Multi-stall bathrooms
= Single occupant bathrooms

= All bathrooms must be accessible per Chapter 6
of ICC A117.1.

259
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Exceptions

= Accessed through a private office.
= Non-accessible dwelling or sleeping units.

= 50% of each type of clustered single occupant
bathrooms.

= When only one urinal is provided in a bathroom,
that urinal is not required to be accessible.

= Critical care or Intensive care.
= Allowance to design for children

Bathrooms

= One of each type of fixture provided in each
bathroom:
= Water closets
= Lavatories
= Urinals
= Bathtubs/Showers

= When 6 or more water closets and/or urinals are
provided in a room, an ambulatory stall is

required.
IBC i IBC .
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 261 e enfer M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 262 ‘e eni.er
261 262
Sinks/Lavatories Exceptions

= Lavatories are for bathing purposes.
= Sinks are typically a work sink.
= 5% constructed with front approach.

= When 6 or more lavatories are provided in a
room, a lavatory with an enhances reach range
faucet is required.

~ center

M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

= Non-accessible:
= Part of individual work stations
= Mop or service sinks
= Limited accessibility:
= Sinks for children’s use
= Kitchenettes permitted to have side approach

> center

M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

263

Copyright 2019 International Code Council

264

66



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Family Use/Assisted Use
Accessible Toilet Rooms

= Mercantile or assembly facilities; and
= 6 or more required water closets;
= 1 unisex toilet room required;

= Not an exception for accessible fixtures in the
men’s and women'’s toilet rooms.

> center

M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Family Use /Assisted Use

Accessible Bathing Rooms

= Recreational facilities where bathing rooms are
provided.

= One family use bathing room is required.

= Exception:
= |f only one shower is provided in men’s and women'’s
bathing room.

> center

265
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266

Family Use/Assisted Use
Accessible Toilet/Bathing Rooms

= Family Use room counts toward required fixture count.

= Designers choice to take from men’s or women'’s fixture
count.

= Toilet room must include one water closet and one
lavatory.

= Room may include one urinal.

= Room must include any amenities provided in men’s and
women’s toilet/bathing rooms.

= Bathing rooms must include a tub or shower.

~ center

M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Purpose

= Person with mobility impairment may require
assistance.

= Families with small children.

= Persons with temporary disabilities may require
assistance.

= Customer friendly.

> center
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Location

the men’s and women’s rooms.

= |n transportation facilities, travel shall not be
through a security checkpoint.

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

= Maximum of 500 feet and one story travel from

> center

Additional

Requirements .g.ﬂ @Jﬂ'@

COMPANION oM

= Privacy locks

269

= Signage
! FAMILY -
0 M
CKER ROO
IBC -
|
T - eenter
270

Clear Floor Space at Water
Closet

Allows for side transfer.

TAKES TRANSFER POSITION, TRANSFERS POSITIONS ON TOILET
REMOVES ARMREST, SETS BRAKES

Single Occupant Toilet Rooms

= 60" turning space required in
the room

= Adoor can swing over the
space where someone sits
to use the lavatory, toilet or
urinal provided a 30" x 48”
space is provided past the
swing of the door

= Afixture cannot overlap the
clear floor space of another
fixture

cente
M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 27 cenrer
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N
Impact — Single occupant toilefg -
room design

Existing New

> center

EXA
ORERMa,
\v
@
NOTES
* 1. MANEUVERING SPACES CAN OVERLAP.
IBC 2. APLUMBING FIXTURE CANNOT BE IN THE MANEUVERING SPACE OF ANOTHER FIXTURE.
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 273 e enfer

room design

Existing New

N
Impact — Single occupant toilefg -

~ center

AN
Impact — Single occupant toilei‘:Q -
room design

Existing New

> center
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Water Closet: Side View

39-41
990 — 1040 c
54 min E|i8
o <
12 max 1370 =
305 |
7 I 42 min
1065
E—————>

Section 608.4 \

840 - 915
39-41
990 — 1040

ARNING
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Good or Bad?
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Good or Bad?
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Children’s Water Closets Multi-stall Toilet Rooms

= See the Adult/Child comparison chart in the

workbook. = 60” turning space required
! g | in the room.
L eb d .

7;37 i - - : = Adoor cannot swing over
e = the space where someone

— ' sits to use the lavatory or
| Aviory Spcicatons fr atr Closas Snig Chldan Ages 12| urinal.

Age 3 &4 Age 5-8 Age 9-12 = Afixture cannot overlap
Water closet centerline 12" 12"-15" 15™-18” the Clear ﬂoor Space Of
Toilet seat height 112" 127-15" 1517 "
Grab bar height 18"-20" 20"-25" 25"-27" anOther letUre.
Dispenser height 14" 147-17" 17°-19"
IBC IBC

> center

> center
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Wheelchair Accessible Toilet

Multi-stall Toilet Rooms Stall: Door Swings Out

= The stall and door arrangement will not change for the
minimum size stall, however, the table does address
door location options for larger size stalls.

Wall hung W.C.
Floor mounted W.C.

TABLE 604.9.3.1—DOOR OPENING LOCATION
Weasured From
From the side wall or
partition closest to the water closet

Door Opening Location Dimension

56 inches (1420 mm) minimum

Front Wall or Partition or

partition farthest from the water closet

4inches (100 mm) maximum

Side Wall or Partition
Wall-Hung Water Closet

From the rear wall |

52inches (1320 mm) minimum

From the front wall or pariion

4 inches (100 mm) maximum

Side Wall or Partition
Floor-Mounted Water Closet

or
From the rear wall
or

55 inches (1395 mm) minimum

[
From the side wall o ‘
[
I
[

From the front wall or partition

4 inches {100 mmj maximum

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

or 52 min

1320
or 55 min
ﬁ

\ |
3|g
ER

(a) Front partition -

(b) Side wall or partition

~ center
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Wheelchair Accessible Toilet
Stall: Door Swings In

Door shall not swing
into the required
minimum area of the
compartment

i (Wall mounted W.C.) - Adult
1420
59 min (Floor mounted W.C.) - Adult
1550 Wall and fioor mounted W.C. - Children

> center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

285

Multi-stall Toilet Rooms

4" was permitted

Farthest edge
of door opening
minimum of:
* 52" for wall
hung W.C.
* 55" for floor
mounted W.C.

Distance from front of
compartment is not regulated.
Previously a maximum of

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

286

Ambulatory
Accessible
Stall

430 - 485
Section 604.2

36

915

Fig. 604.9
&

60 min
1525

Y

~ center
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Good or Bad?
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Good or Bad?

ARNING

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

— eenter

Good or Bad?

\
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Good or Bad?
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Good or Bad?
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> center

Urinals

= Rim height

= Clear floor space
= Alcove

= Flush controls

293
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> center

294

Lavatories & Sinks

= Height
= Clearance
= Clear floor space

= Pipe protection
= Controls

40 max
i

NOTE: equuigmant pusmiterd in shaded oros

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Good or Bad?

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

Good or Bad?
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Good or Bad?
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Room requirements Bathtubs or Shower
= Room requirements - . .
include towel = Minimum dimensions for showers
dispensers or hand = Clearances/approach
dryers (A117.1 603.6). « Seats
= Other elements covered
by operable part = Grab bars
requirements. = Controls
= Shower unit
= Enclosures/doors
= Thresholds
IBC A IBC . . i
[T - center B oo ety s vty 2 ot st = center
301 302
Bathtub Without Permanent Seat Bathtub With Permanent Seat
back wall
5 = _ back wall _
5 < £ E
£ 5 B 3
8 L § < ;
,,,,,,,,,,,,,,,,,,,,,, =
I [=4 ‘ | £
I E|g } | EIB
} = ‘ I 8
__________ N _L,,,,,,,,,,,,, _—
length of tub L
L length of tub L Es 1 #
7 i (b) With Permanent Seat \%
IBC I IBC ARG
il?dgigﬁ;?;z!wandUsab\ht\/forComer\aland 303 eenfer 5 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 304 cenfer
303 304
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-
Transfer Shower Roll-in Shower
€
back wall
£
E|3
I, ale
5]
82 2
<
- E|8
o~
3
Ele -
o> 2
e
60 min
B 1525
Note: inside finished dimensions measured
at the center points of opposing sides
IBC ) IBC )
R LEAR
[T = center [T = center

305 306

Good or Bad? Good or Bad?

> = Hospital patient
bathroom with toilet,
lavatory and roll-in
shower.
IBC ) IBC )
o center | - center
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N
Good or Bad? Assisted Toileting and Bathing Q ]

= Changes have been made to the provisions

for nursing homes and assisted living

facilities to allow some units to have toilet and

bathing facilities designed for assisted use.

= These allowances are permitted instead of the
independent use facilities generally intended by
the ICC A117.1 Accessible unit provisions.

Both scoping and technical provisions are

provided in IBC.

The assisted use provisions are optional and

can be applied when desired by the designer.

= Units may be modified for toileting,
bathing or both

[T -~ center , center

= Accessible hotel
room

309 310

N

Assisted Toileting and Bathing\Q . Assisted Toileting \Q ]

= Primary techni

changes include:

. Increased clearance
around water closet of
66" with clearance of
24" to 26" from
centerline of fixture

. Increased clearance

= Assisted water closets and roll-in-type showers may
replace like fixtures in up to 50% of Accessible units
in the following occupancies:
= Group I-1, Conditions 1 and 2 (4% and 10%)
= Group I-2 rehabilitation facilities (100%)

66" Min
Clearance
24"

= Assisted water closets and roll-in-type showers may ;;;'gg-""ﬁ\ depth of 78" to allow
replace like fixtures in up to 90% of Accessible units it : fortadditional approach
. . P options
in the following occupancies: : « Allowance for swing-up
= Group I-2 nursing homes (50%) 30 x4 —T T T grab bars that are
) . . clear typically only permitted
= Already permitted in all Type B units foor, ) in Type B units
b - Toilet paper dispenser
to be installed on at
least one of the swing-
up grab bars
IBC ) IBC )
RNING LEARNING
v center v center
- L3 - L3
311 312

Copyright 2019 International Code Council 78



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Assisted Bathing

= Primary technical change is elimination of required folding seat
= Allows for use of rolling chair when necessary

= Sidewall and backwall grab bars now differ, with side-wall bar required
on ‘seat wall’ and both grab bars starting in corners

ROL IN SHOWER
USING EXCEPTIONS
EXAMPLE 2

center

Drinking Fountains (Scoping)

= 50% of drinking fountains provided on each floor
configured for persons using wheelchairs.

= 50% of drinking fountains provided on each floor
configured for standing persons.

= Exception for drinking fountains sized for

children

> center
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314

Good or Bad?

= One water supply, but two
bowls will count as two
drinking fountains.

* The dog fountain exceeds
code.

> center
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Drinking Fountains (Technical)

Clear floor
space/approach

Protruding objects
= Operable parts
= Spout location . =

= Water flow =N

[]
<24

36" min where x>24"

30" min where x

‘Spout Height and Leg Clearance

> center
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Good or Bad?

EARNING

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

Good or Bad?

2018 IBC Accessibility and Usabilty for Commercial and Residential Buildings

Good
or Bad?

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

1110.6 Bottle Filling Stationég'

= Water bottle-filling stations, where
provided, are to be accessible.
= Stations located over drinking fountains for
standing persons not required to be
accessible, provided such stations are also
located over the drinking fountains for persons
using wheelchairs.
= Technical requirements found in A117.1
Section 602.4.
= Clear floor space provided for either a fqonard
or side approach
= Controls to comply with operable parts
requirements

319
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Good
or Bad?
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321

Dressing Rooms (Scoping)

= 5% minimum.
= At least one of each group.

3 y i *‘_d N

L1

> center
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Dressing Rooms (Technical)

= Turning circle.
= Bench.

= Same amenities as in
other dressing rooms.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

> center

Good or Bad?

> center
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Check-out Counters —
Good or Bad?

Built-in Counters

= Check out aisles.

= Table 1109.12.2 based on number provided.
= Sales and service counters.

= At least on of each type.

IBC e LEARNING
S - center S - center
325
Check-out Counters — Service Window -

Good or Bad? Good or Bad?
= \

LE, L 1N
centfe cente
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Service Window -
Good or Bad?
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Service Window -
Good or Bad?

> center
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Service Window -
Good or B/ad?

Service Window -
Good or Bad?
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2018 IBC Accessibility and Usability for Commercial and Residential Buildings

332

83



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Service Window -
Good or Bad?

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

> center

Built-in Counters

= Built-in counters and work surfaces
= 5% or work surfaces.
= 5% of dining surfaces.

= Food service lines:
= All cafeteria style lines accessible
= 50% of self service areas.

= Queue and waiting lines:
= All that serve accessible elements.

> center
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334

Built-in Work Surface —
Good or Bad?

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

> center

Food Service —
Good or Bad?

> center
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Food Service Lines —

> center
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NI
Sales/Service Counters & Windows Q

» “Windows” added into
technical requirements

= Regulates “public portion”
“where counters are
provided”

= Employee side is not
regulated since it is a work -
area

= Clarifies small (<36” length) parallel counters are

> center

ﬁ if that is entire counter length

338

N

Sales/Service Counters &
Windows

= Applicable to public
side (not employee
side)
= Side or front approach
= Equal customer counter
= Maximum barrier height
to allow for face-to-face
contact between
employee and
customer
Allowance for security
windows

— center

Service windows

= Applicable to public side
(not employee side)

= Side or front approach @5
= Equal customer counter

= Maximum barrier height
to allow for face-to-face

contact between I
employee and customer

Allowance for security s e T 5% [
windows |

cent
Significant Changes to the ICC A117.1 - Accessibility Standard - 2017 Edition 340 ecenrer

339
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Queue & Waiting Line - Queue lines — Good or Bad?
Options »

center > center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings 341

341 342

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Storage Storage Shelves and Closets

= At least one of each type in accessible spaces:
= Cabinets
= Closets -
= Drawers
= Mail boxes

= 5% of lockers.

= Display shelves must be on an accessible route,
but not within reach ranges.

ADJUSTABLE

RANGE

48" MAX

48" MAX

sent : Seht
- 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 343 cen er - 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 344 cen er

343 344
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Storage —

- ?
Lockers — Good or Bad* Good or Bad?

ARNING

center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings 345 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

346

Storage —

i - ?
Mailboxes — Good or Bad* Good or Bad?

LEARNING,
O te
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Kitchen Clearance Q Operable Parts

= All operable parts
within accessible
spaces and intended
for occupant usage.

~ center

—
cente
= eenter

349 350

Control Reach Limitations Windows

= Accessible units in Groups I-1, I-2, R-1, R-2 and
R-4.

= When required for ventilation or emergency
escape.

= At least one in each room.

= Exception:
= Kitchens
= Bathrooms

10 max
255 %

1220

1994 ADAAG ICC A117.1 and 2010 Standard

cente cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 351 eenrer 2018 IBC Accessibity and Usability for Commercial and Residential Buildings 352 eenrer
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Good or Bad?

> center
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aCTIVIT,

@ Module 5 Problem

= Assuming elevations of SESERBEREN
fixtures and other
elements are correct;
does the toilet room
shown in this plan meet
the requirements for
accessibility?

T

353
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WnCTIVIT)

@ Module 5 Answer

Meets requirements:

= The number of accessible fixtures is correct (IBC
Sections 1109.2 and 1109.2.2).

= 5 foot (1524 mm) turning circle is required in accessible
rooms (ICC A117.1 Section 603.2.1).

= Stall dimensions are adequate (IBC Section 1109.2.2,
ICC A117.1 Section 604.9.2).

= The stall door and the door to the room provide 32-inch
(813 mm) width (IBC Section 1010.1.1, ICC A117.1
Section 604.9.3).

~ center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

P\c_TIWTy
@ Module 5 Answer

eets requirements:

= The center line of the water closet is located 16 to18
inches (406 to 457 mm) from the wall (ICC A117.1
Section 604.2).

= Grab bars meet length and grab bars unit dimension
requirements (ICC A117.1 Sections 604.5.1 and
604.5.2).

= Urinals meet clearance requirements (ICC A117.1
Section 605.3).

= The hand blow dryer is accessible (IBC Section 1109.13,

C A117.1 Section 309).

355
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@ Module 5 Answer

Does not meet requirements

= Accessible lavatory does not meet clear floor space
requirement (ICC A117.1 Section 606.2).

= Grab bars are incorrectly placed (ICC A117.1 Sections
604.5.1 and 604.5.2).

= The new vertical grab bar was not provided (ICC A117.1
Section 604.5.1).

= The urinal does not meet the alcove provisions for
access (ICC A117.1 Section 305.7); however, a single
urinal is not required to be accessible.

ARNING

~ center
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CTIVITY,
@ Module 5 Answer

Additional concerns:

= The following requirements are not covered in this unit
but should also be considered (refer to the information
provided on accessibility for doors): The toilet room itself
is not accessible because it does not meet the
requirements for accessible door clearance. It is wide
enough, but a disabled person may not be able to get to
the door handle to open the door from the push side if
the door has both a closure and latch (ICC A117.1 Table
404.2.3.1). An alternative would be to provide an
automatic door opener.

- L.\ar.f,fer
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Special Occupancies
Requirements

= Assembly seating.

= Dining areas.

= Self-service storage facilities.
= Judicial facilities.

= Recreational facilities.

LEARNIN
O i‘e
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Assembly Seating - Fixed

> center
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- Assembly Seating - Fixed

> center
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Number of Spaces

= Fixed seats provided.
= Table 1108.2.2.1.

= Luxury boxes, club boxes or suites.
= Each box based on Table 1108.2.2.1.

= Other box seats.
= 20% of total box seats based on Table 1108.2.2.1.

= Lawn seating.

> center
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Dispersion

= Number of wheelchairs spaces
(IBC Table 1108.2.2.1)

= Number of wheelchair space
locations (ICC A117.1 Table 802.10)

“Wheelchair space locations”
include the companion seat
and can include multiple
wheelchair spaces.

IBC

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Dispersion - IBC Dispersion — A117.1

= Access to services. = Line of Sight — standing or seated spectators
= Integration. = Horizontal (side-to-side)
= Different levels. = Vertical (front-to back)
= Exceptions: = Type (seating type or services)
= Balconies in religious facilities with <25% of the total
seats.

= Balconies in assembly with both <300 seats and
<25% of the total seats.

cente : cente
201515C AcosssloMyand UssbiRy for Commercaland Resklntial Buldings = cenrer 201815C Acosssloyand UssbiRy for Commercaland Reskintial uldings = cenrer

365 366

Wheelchair Space — Size and

Wheelchair Space
Access

= Adjacent companion seat. R‘f“‘“”t‘?m‘ﬁééssm.m
= Size dependent on approach and if 1 or 2 -

wheelchair spaces. Y !‘" J
= 1:48 maximum slope. =T “ ‘ :“ —
= Provided on accessible route — 3 " siolomacmer

o\ ;
(I VA

331x 481 WHEELCHAIR SPACE

A e

(a) REAR APPROACH

RNING, LEARNING,
cent cent
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Wheelchair Space — Size and Wheelchair Space

Access
| T T T = The wheelchair space {
: | ! must have should ’fr{”
l A alignment with the
T companion seatto

(I 11 allow interaction.
(I CrIririri

367 MIN ACCESSIBLE ROUTE

+— REQUIRED AISLE WIDTH

(b) SIDE APPROACH

1BC i 1BC I
B oo ety s vty o ettt - center = - center
369 370
Accessible Route Requirements Line of Sight
= 1:12 maximum slope. = Looking over the heads of seated spectators

= Guards at drop-offs — height can be reduced for
line-of-sight.

Platform lifts for entry and exit.

= Common path of travel for means of egress.

Fig. 802.9.1.1
IBC IBC Lines of Sight over the Heads of Seated Spectators

RNING, LEARNING,
cent : cent
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Line of Sight Line of Sight
= Looking between the heads of seated = Looking over the heads of standing spectators
spectators .
IBC Lines of Sight balwe:r:glhiu:.:;;faf Seated Spectators ) IBC s pic iaton )
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 373 eenfer M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 374 éenfer
373 374
Allowances Motion Picture Theaters

= Companion seats can
be moveable provided
they are equivalent to
fixed seats

= Dispersion in
bleachers can be to
just the front row.

= Lawn seating requires
an accessible route to
the edge of the

eating area.
IBC

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

= Where tiered seating
(stadium style) is provided,
the wheelchairs spaces
must be integrated, but they
can be in the cross aisle as
the first tier.

= The wheelchair spaces
need to be in the rear 60%
of the theater seating rows.

= Remember that two
accessible means of egress
are required from the
theater.

. €en

375
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Designated Aisle Seats Assistive Listening System
= 5% of all aisle seats. = Where audible communications are integral to
= Best design practice: the use of the space; and
= Located along = An audio amplification system is provided.
accessible route. = Number based on IBC Table 1108.2.5.1.
= Folding or retractable . . . . .
armrests when adjacent Some devices hearing-aid compatible.
seating has armrests. = Signage.
IBC - [ G
S - ecenter - ecenter

377

378

Text Messaging

= Stadiums, arenas and
grandstands.

= With audible public
announcements.

= Equivalent text
messages must be
provided.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

> center

Performance Areas

= Access to all
performing areas.

= Where a stairway is
provided between the
stage and the
audience, the
accessible route shall
be in the same area.

= Access to all
supporting spaces.

> center

379
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N

Sign Language Interpreter Stations\ ,
(not scoped)

Companion Seat Alignment Q

= Alignment is not required

= Provides design
for seating at tiered dining

parameters for station,

or work surfaces including:
= Examples: : « Size
= Dinner theaters L I * Viewing angle and
= Lecture halls ﬁ!S‘hat_"ce
= Lighting
= Backdrop

= Dispersion should be
based on general
assembly seating (802.10)

IBC

ARNING

— center

381

Dining Areas

= All dining areas
accessible throughout.

= Exceptions:
= Mezzanines with <25% of
the total seating.
= Sports facilities with tiered
dining, at least 25% of the
seating area must be
accessible.
= 5% of the seating and
standln% spaces must be
accessible.

= Distributed throughout the
facility.

Dining areas

IBC

LEARNING,
O i‘e
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383 384

Copyright 2019 International Code Council 96



2018 IBC Accessibility and Usability for
Commercial and Residential Buildings

3/26/2021

Good or Bad?

ARNING
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Tiered seating with tables —
Good or Bad?

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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qud or Bad?

=)
=y
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Self-service Storage

= <=200 units, 5%
accessible.

= >200 units, 10 units
plus 2% accessible.

= Dispersed by type.
= Not required to
dispersed by location.

EC EARNING,
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 389 Genvter
389 390
Judicial Facilities Courtrooms
= Access to all services = Gallery seating is
under general considered same as __
accessibility general assembly
provisions. seating.
= Special criteria for = Jury box
courtrooms, holding = Witness stand
cells and lawyer/client .

. Lawyer/client tables
consultation areas

LEARNING, LEARNING,
center center
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 391 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 392

392
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Courtrooms

= Employee areas, such as
judge, bailiff and clerk,
are not required to have
vertical access provided it
is planned for.

= Raised areas must have
a turning space and knee
and toe clearances under
the work surface.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

center

Holding Cells

= At least one central
holding cell for each
type provided.

= At least one court-
floor holding cell for
each type provided.

= Visiting areas must
have accessible
spaces on both sides.

393

Recreational Facil'ities

395
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Site Access

An accessible route
is required to all
recreational facilities
on a site.
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Supporting Services Scoping
= Viewer seating
= Concession stands s
= Locker rooms
= Ticket windows
= Toilet rooms

Group R-2, R-3 and R-4 occupancies

= Serving Accessible units — all recreational facilities
accessible

= Serving Type A or Type B units — 25% of the
recreational facilities per building accessible.

Other occupancies -
= All recreational facilities accessible =

i#
- FAMILY .
RESTROOM
IBC IBC i
[T - center [T = center

Areas of Sports Activity Scoping & Technical

= Defined term — “That portion of a room or An accessible route to all areas of sports activity.
space where the play or practice of a sport
occurs.” Special requirements/allowances for:

| 1 = Amusementrides

Recreational boating and fishing piers

Exercise machines and equipment

Miniature golf facilities

Playgrounds

Swimming pools, wading pools, hot tubs and spas

Shooting facilities

LEARNING, LEARNING,
cent cent
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Scoping

Exceptions:
* 95% of bowling lanes
» Raised boxing or wrestling rings
» Raised areas for refereeing, judging or scoring

* Animal containment areas not in public use areas
[

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

Scoping

Special requirements:
» Team or player seating
» Court sports

~ center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

Amusement Rides
= Access required for Ry >N §
rides with a fixed
course within a
defined area.

= Accessible route to
the ride.

= Atransfer space
next to a ride or a
wheelchair space
on the ride.

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Amusement Rides

Exceptions:
= Mobile rides
= Controlled by rider

= Primarily for children
an assisted by adults

= No ride seats

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Recreational Boating and
Fishing o
= Access to docks e

= Access to a
percentage of the
slips

= Allowances for
changes in water
level

= Coordination with
barriers and guards

IBC ~
2018 18C Accessiiity and Usabityfor Commercaland Residental Bidings

~ center

= Space for transfer or
to use at least one of
each type of machine

= Not intended to
change machines —
no requirements for
transfer or operable
parts

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

406

Miniature Golf

= Access to at least
50% of holes

= Route on or adjacent
to the holes

= One break permitted
in the sequence if you
play the last hole.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Play areas

= Percentage of ground
level components

= Percentage of raised
components on a route
via ramp or transfer
steps

= Access to soft contained
play structures

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Pools

= Access to pools based
on types and size

= Options for type of
entry
= Exceptions:
= Diving boards
= Slides

Shooting Facilities

= Aturning space at
one station in each
type of shooting
facility

Catchment pools

Entry into the water for
pools serving Group R-2
and R-3 with Type A and
Type B dwelling units

= 5% of hot tubs

IBC

nte
2018 (BC Acosealihy and Ussby o Commertl and Rsidentl Buldngs 2018 BC Acceesihy and Ussbiy o Commertl and Resdentl Bulngs r

409 410

Golf Good or Bad?

= In A117.1 but not
specifically scoped.

= Access to driving
range, practice =
greens, bag drop off ST '

- ACCGSS tO teeS and WITH ATTENDANT
greens on the golf
course using a golf
cart

LEAR
cente
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nCTVIT

Module 6 Problem

DANCE FLOOR STAGE

seating.

= The following is a plan
of a nightclub. Assume
the rectangular tables
and bar have built-in

-  seating and the round

tables are loose

for accommodations for
accessibility?

o Q, = What are some of the
Qu"(b"m ©° n = places you would look
=2
i EN B

ARNING

N - NIGHT CLUB
2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Module 6 Answer

coping items include:

1108.2.8).

1109.2.2).
= Accessible entrances (IBC Section 1105.1).
= Accessible exits (IBC Section 1009.1).

= Access to the dance floor (IBC Section 1104.3).
= Access to the stage and dressing room (IBC Section

= Access bathrooms including a family-use/assisted
use bathroom if a total of six or more water closets
are required (IBC Sections 1109.2, 1109.2.1 and

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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aCTIVIT,

Module 6 Answer

coping items include:

= An accessible route throughout the area with dining
surfaces (IBC Section 1108.2.9).

= Count the seats: Five percent these seats shall have

wheelchair spaces and dining surface must be at the

correct height. These spaces must be dispersed

throughout-which may not always be by type.

~ center
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Dwelling and Sleeping Units IISAFE HARBOR'I

= |nstitutional:
= Groups I-1, I-2 and I-3.
= Residential:
= Groups R-1, R-2, R-3 and R-4.
= Townhouses and congregate residences from
IRC:
= Referenced back to IBC as Group R-3.

EARNING

> L RNIN
cente cente
2013150 Aceeslity and Usatit for Commercil and Ridotat g .~ eenrer 2013150 AcceslityandUsabtty for Commarcil and Ridontat Bt .~ eenter

417 418

“Safe Harbor” means...

= that requirements in the document have been
reviewed by HUD and meet or exceed the
building construction requirements in the FHA.

= 2021 IBC and 2017 ICC A117.1 will be review by
HUD.

Key Terms

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Key Terms Key Terms
= Dwelling unit: = Dwelling or sleeping units, multistory.
= Independent living facilities including provisions for = Living space on more than one level.
living, sleeping, eating, cooking and sanitation. = Intended to be occupied as a residence.
= Sleeping unit: = Dwelling units; or
= Rooms where people sleep which may include living = Sleeping units; and

and eating and either cooking or sanitation. * Occupant's place of abode

IBC A IBC i
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings a1 eenmr M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 422 ‘eenmr
421 422
Shared Spaces A5 Accessible routes

= Connect to accessible elements on a site
= Connect to shared spaces for the units

= Dormitories are required to have elevators, even
where no Accessible units are provided on upper
floors (coordination with DOJ requirement)

= Connect levels, mezzanines and stories

= All public spaces

= All spaces for shared use
by residents

= Recreational facilities

= Parking:
= 2% of parking provided
= |f covered parking

provided, at least one

accessible space in
covered parking

route
provisions of Section
[ 1107.4 address
/| vertical route
1  accessibiiity
» Between stories
and mezzanines

Accessible space |
ions of Section

1107.3 address
accessibility

Within a story

lsvel

cent
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Level of Accessibility

Accessible units:
= Constructed wheelchair accessible.
= ICC A117.1 Section 1002.
@ Type A units:
= Constructed wheelchair adaptable.
= ICC A117.1 Section 1003.
@Type B units:
= Matches Fair Housing Accessibility Guidelines.
= Geared towards mobility impaired persons

ICC A117.1 Section 1004.
2018 1BC Accossibity and Usabiy for Commercialand Residential Buidings

~ center

425

Existing Buildings

@Accessible units and Type A units required
based on number being altered.

@Accessible and Type A units required shall not
exceed new construction requirements.

@Type B units are required when the alteration is

to more than 50% of the building area (i.e., Level
3 alteration).
When Type B units are added, there are no extra
requirements to improve the accessible route.

H 2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

426

Type C/Visitable units

= New to 2009 ICC A117.1, Section 1005
= No scoping in the IBC or IRC

= Intended for adoption by jurisdictions through
visitability ordinances for single family homes

~ center

M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Type C/Visitable units

Main features —

= One zero step entrance — which can be the
front door, the back door or through the garage

= Acirculation path through the accessible level

= Allowance for sloped sidewalks that move up
with grade

= Atoilet room with minimal clearances

= Minimal clearances in kitchens on the
accessible level

= Electrical outlets and switches within reach
range

~ center
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Fire Walls (B

= This is one structure for purposes of
accessibility.

FIRE WALLS

Counting Units

~ center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

429 430
Group R-1 Group R-2 congregate
. residences and dormitories.
Determine the e
number of unit EEEE T = = Count the bedrooms in the suite to determine the

units required e

on the site. an : ‘ = i number of Accessible units required.
, R o——
the number s s |/- H "’é%,_:émwﬁw = Only one Accessible unit per suite. /\%
of Accessible L /z rera)
. ’ AN
| - L& -
i | N

_[l_,_ _,T[_ 2 E
H‘ I — <=
2 unit suite 3 unit suite
IBC IBC
AR\A\NCI L AR\A\NCI
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 431 c r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 432 r

431 432
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Institutional

433

24 Hour Care Facilities
Age of Capability of Number of Residents
Residents Residents 15 6-16 Over 16
2% years or less Not capal?le of seff R-3 or IRC 1-2 -2
preservation
Over 2% years | C2Pable of self R-3 or IRC R4 -1
preservation
Over 2% years | Notcapable of self | o o o 12 12
preservation
For Group R-4, the number 16 is based on the limitations for an NFPA13D
prinkler system and the last national census. Of those that identified
hemselves as a single family home, 98% had 16 or fewer residents.
LEARNING,
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 434 Genter

434

Group I-1

Condition 1 - 4%
Accessible units.

g Condition 2 -10%
Accessible units

a Remainder Type B
units if intended to be
occupied as a
residence.

= Number of units with

visible alarms per Table
907.5.2.3.2.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

Group I-2—- Hospitals

10% Accessible unit:

= General purpose
hospital

= Psychiatric facilities

= Detoxification facilities
a Remainder Type B

units if intended to be

occupied as a

residence.

435
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cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 436 r

436

109



2018 IBC Accessibility and Usability for 3/26/2021
Commercial and Residential Buildings

Group I-2 — Nursing Homes Group I-2 —
Rehabilitation Facilities
50% Accessible unit. ; 100% Accessible unit.

ﬁ Remainder Type B
units if intended to be
occupied as a
residence.

EARNING,

center

cente
437 cen r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 438
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437 438

Group I-3

3% Accessible units.

At least one of each
special holding or
housing cells.

10% of cells in medical
care facilities.

= Exception for common
areas serving only non-
accessible cells. (IBC

LEARNING,
center
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 439

439 440
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Group R-1

a Number of Accessible
unit based on Table
1107.6.1.1.
= New way to add up
units on the site.
@ Remainder Type B
units if intended to be
occupied as a
residence.

= Number of units with
visible alarms per Table

Group R-2

Live/work units

() All dwellings are Type
B units

= The work areas must
be accessible.

907.5.2.3.2.
1BC ARNING LEARNING
[T . center B oo ety s vty 2 ot st .. center
441
Group R-2 Group R-2 -
Boarding Houses Apartments and Condominiums
Dormitories Convents and Monasterie<
Fraternity and Sorority %) 90 ;
"N 2% Type A units.
Houses . ° ¥p

@Number of Accessible unit
based on Table 1107.6.1.1.

Remainder Type B units.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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443

Copyright 2019 International Code Council

= add up units on the site
= >20 units in the facility.

ﬁ Remainder Type B uniti&

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Group R-3 -

ﬁ All Type B units.

- center

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

445

IIing andﬁ Sleeplﬁg Unit
Exceptions

447
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Group R-4

(@condition 1 -

One Accessible unit.

(& Condition 2 -

Two Accessible units

ﬁ Remainder Type B
units

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

- center

446

Exceptions —
Accessible Units
= No exceptions.

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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Exceptions —
Type A and B Units

= No exception for elevator buildings.

ground floor units

In Buildings with One or More Elevators:
(Elevator Buildings) All Units are Covered

A5

2= ves wics

Exceptions —
Type A and B Units

= Type A - <= 20 units in the site

= Type B - structures with less than 4 units.
= Non-elevator buildings.

= Multi-story units.

= Steep and hilly sites.

= Sites subject to flood regulations.

0o

IBC A IBC )
‘

£ M 2018 18C Accessivilty and Usabilty for Commercial and Residential Buildings 449 Genfer T M 2018 1BC Accessibilty and Usability for Commercial and Residential Buildings 450 Genfer
449 450

Lowest Level (IBC 1107.1) @ Lowest Level (IBC 1107.1) @

o L
'Bc Bulldings with a Single Ground Floor |Bc
¢ L R

I . - ccsesiy st sty o Cormmersi an sl Bl = cenfer 4 ~ génter

451 452
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Lowest Level (IBC 1107.1) @ Lowest Level (IBC 1107.1) a

Single Building with Two Ground Floors

cente cente
2018 IBC Accessibility and Usability for Commercial and Residential Buildings 453 cen r 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 454 cen r

MuIti-story Units (lBC 1107_7_2) @ MUlti-StOl'y Units (IBC 1107.7.2) @

IWO-STUKY UNITS
ELEVATOR
ONE-STORY UNITS *\ \

TWO-STORY UNITS
FIMISHED ASEMENT-
TS Arwﬂ
STCRY DWELL

RRNy rvee 8 uniTs REQUIRED

ESJ] =TvPE B UNTREQUIRED

IBC IBC <— =PRIMARY ENTRY

EARNING, LEARNING,
cent cent
2018 1BC Accessibility and Usability for Commercial and Residential Buildings 455 eenrer 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 456 ecenrer

455 456
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At Least One Story (BC 1107.'.@

0 0:0 0:0 O

FLOOR WITH SINGLE-STORY
DWELLING UNITS

(OPS OR
GARAGE

R rvre & uniTs ReuiReD

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

457

At Least One Story (BC 1107.1@,

accessible other floor units
entrance not covered
required
f / |—— lowest level containing
dwelling units

common use space

elevator

Elevator to First Floor of Dwelling Units Above
Grade or Entrance Level Does Not Make an

Elevator Building VA= TyeB units
. center

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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Busding

S
a0 comply = 5% -6 grouns

Steepor @ .. i

Hilly Site
(IBC 1107.7.4)

Buitding a2
+2 gt foers

Buitaing 11

Site Analysis Test:

IBC The Nurbee of Tv28 0 Units

cent
2018 1BC Accessibility and Usability for Commercial and Residential Buildings 459 eentrer
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Flood Plain (IBC 1107.7.5) @ @

LOCATION AT CENTER
‘OF DOORWAY AT
BULDING ENTRANCE

THIS LINE 15 USED oKLY TO
ILLUSTRATE THE SLOPE FOR
DETERMNING FEASIBILTY OF
PROVIDING ANACCESSIBLE
ROUTE NOT TO SPECIFY
‘SLOPE OR LENGTH OF RAMP

e oF
BULomG
FLOGR,
GREATER THAN SUELooR
S0°ABOVE

GRADEAT CLOSEST ARRIVAL PONT -
ARRIAL PONT NONE ARE WITHI 50"

ARRIAL POINT

LessTHAN 10%

~ center
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Technical Criteria Technical Criteria 8003
Accessible units: 100*.1 Type of unit; « 100*.8 Platform lifts;
= |CC/A117.1 Section 1002. 100*.2 Primary entrance; = 100*.9 Operable parts;
Type A units: 100*.3 Accessible route; = 100*.10 Laundry
= ICC/A117.1 Section 1003. 100*.4 Walking surfaces; eq“'*Pme”t? .
(B T e 100*.5 Doors and doorways; * 100*.11 Bathing rooms;
ype B units: * ; .
; 100*.6 Ramps; = 100*.12 Kitchens;
= ICC/A117.1 Section 1004. * ; .
. . ) 100*.7 Elevators; = 100*.13 Windows; and
= Consistent with FHAG requirements. = 100*.14 Storage
facilities.
1BC IBC i
M 2018 1BC Accessibiiity and Usability for Commercial and Residential Buildings M 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 462 eenfer
461 462
ACTIVITY pCTIVIT)

@ Module 7 Problem
= |

sleeping units required in the IBC?

Of the three types, order them from the most
accessible to the least.

What are the three types of accessible dwelling and

M 2018 1BC Accessibility and Usabilty for Commercial and Residential Buildings
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@ Module 7 Problem
S |

Does the following

077 = rypesunt :)uilding comply with

he exception in IBC

Section
1107.7?
required —
accessible
entrance -«H— elevators
cent
0
B 2015 15 Accesibity and sabiy o Commrci and Rt Suings « cenrer

464
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ACTIVIT)
elevator must have stops ~
at all floors containing V2 = e
single-story units and at
Does the the primary entry floor of
following two-story dwelling units
building comply
with the single-story
exception in IBC dwelling unit —
Section ; |
2 second story L]
107.77 of two-story <
dwellings
3
first story of
two-story <7 $
dwellings 1
single-story <1 <€
dwelling units
IBC
ARNING,
M 2018 IBC Accessibility and Usability for Commercial and Residential Buildings 465 Genfer

465

aCTIVIT,

@ Module 7 Answers

at are the three types of accessible dwelling and
sleeping units required in the IBC?
= Accessible, Type A and Type B units (IBC Section 1107)
Of the three types, order them from the most
accessible to the least.
= Accessible, Type A and Type B units (IBC Section
1107.2)

ACTVIT,
@ Module 7 Answers

s the following building comply with the exception
in IBC Section 1107.7?
= No. If the elevator had served only one level above the garage, this
building could have complied with IBC Sections 1107.7.1.1 and
1107.7.3. However, since the elevator serves two levels, an
accessible route is required to all four levels above the garage.
Does the following building comply with the exception
in IBC Section 1107.7?
= Yes. Level three is exempt if level two contains a living space,
kitchen and bathroom with a water closet and lavatory (IBC Section
1107.7.2)

~ center
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Existing Buildings Which book to use?
. = Chapter 34 was deleted from the
= Maintenance. 2015 IBC
= Alteration. » The 2018 IEBC has three methods—
= Change of occupancy. = Prescriptive Compliance Method —
" Addition. . \C/:vhait/iIr5 Method — Chapters 6
. . o = Work Area Method — Chapters
= Historic buildings. = through 12
= Performance compliance method —
Chapter 13

= Accessibility provisions for all three
methods in Section 305

- center [T - center
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Extent of Application Alterations to Existing Buildings

- Part 1
Alterations are not required to exceed the When altering an existing building, everything that
accessibility that would be required for a new is altered must meet new construction

building. requirements for accessibility.

~ center ~ center
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Maintenance

A facility that is
constructed accessible
must be maintained
accessible.

2018 1BC Accessibility and Usability for Commercial and Residential Buildings

~ center

General Exceptions

= Accessible means of egress.

Technically infeasible.

= When historical significance is adversely
affected.

= Type B units when the alteration is to less than
50% of the area of the building (Level 1 or 2)

~ center
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Technically Infeasible

= Existing physical or site constraints

= Removal or alteration of a load-bearing member
that is an essential part of the structural frame

2018 IBC Accessibility and Usability for Commercial and Residential Buildings

~ center

Alterations to Existing Buildings
- Part 2

= If the area being altered contains a primary
function area, the route to that area and any
toilet rooms or drinking fountains that serve that
area must be evaluated for accessibility.

= |f they are not accessible, additional
improvements are required.

~ center

475
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Primary Function Area Accessible Route Exceptions
= A major activity for which the facility is intended. = The cost of the accessible route exceeds 20% of
= Excluding areas such as: the cost of the alteration.

= Mechanical room or boiler room = The alteration is limited to items that will not alter

= Supply storage the physical configuration or use of the space.

= Employee lounge or locker room = The alteration is to improve accessibility.

= Janitors closet
= Entrances

= Corridors

= Restrooms

= The route is to Type B units only.

1BC i 1BC I
S - eenter = . - eenter

477 478

Accessible Route Extent of application for additional

to Primary Function Area accessible route criteria

= Parking. = The route improvements (including improving

= Exterior accessible route. the bathrooms and drinking fountains) are

= Entrance. limited to those that serve the area being

altered.

= Interior accessible route.

. = For example, if an alteration is only to the first
= Toilet rooms.

floor, and the route is compliant, a designer is

= Drinking fountains. not required to fix non-compliant items on the
* Signage. upper floors.
IBC i IBC | 5
2018 1BC Accessibilty and Usabilit for Commercial and Residential Buildings 479 cenfer oF ] 2018 1BC Accessibility and Usability for Commercial and Residential Buildings 480 cenfer
479 480
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Complete Change of Occupancy

= When a complete change of occupancy occurs and no
alterations are planned, at least an accessible route to
the primary function areas is required.

= When a complete change of occupancy occurs that
includes alterations, bathrooms and drinking fountains
that serve the altered area must also be evaluated.

= Partial changes of occupancy are handled the same as
alterations.

Additions

= Additions must comply with new construction.

= |f the addition relies on the toilet rooms or route
through the existing building for access into the
space, then the same accessible route
provisions for alterations would apply.

481
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HISTORIC BUILDING.

Any building or structure that is one or more of the

following:

1. Listed, or certified as eligible for listing, by the
State Historic Preservation Officer or the Keeper of
the National Register of Historic Places, in the
National Register of Historic Places.

2. Designated as historic under an applicable state or
local law.

3. Certified as a contributing resource within a
National Register, state designated or locally
designated historic district.

~ center
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IEBC /#ppendix B

Section B101: Qualified historical buildings and
facilities.

= Explains what a qualified historic building is
= Requires consultations with interested persons

= Where compliance with accessibility would
threaten the historical significance, alternatives
are available.

~ center
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EF1 Should this just say Chapter 34?
Erica Fredrick, 2/11/2015



Special Allowances for Existing
Buildings

= Jury boxes and witness stands.

= Toilet rooms.

= Dressing, fitting and locker rooms.

= Fuel dispensers.

= Thresholds.

= Amusement rides.

~ center
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Ex: Platform Lifts

= Permitted anywhere in
existing buildings.

= ASME A18.1 limits vertical
platform lifts to a 14 foot
rise maximum.

~ center

487
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. . S Special Allowances for Existin
Historic Building pect 9
Buildings
= When compliance would be detrimental to the = Entrances.
historical significance of a registered building. = Elevators.
= Minimum requirements = Platform lifts.
" Site arrival points. = Stair and Escalators.
= Access to main level.
) = Ramps.
= Alternative entrance. . . . .
= Unisex toilet room. = Dwelling and sleeping units — Accessible, Type A
and Type B.
IBC . -
[T = center B oo ety s vty 2 ot st = center
485
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Ex: Dwelling and sleeping units

@ @Accessible units and Type A units required
based on number being altered.

@Accessible and Type A units required shall not
exceed new construction requirements.

@Type B units are required when the alteration is

to more than 50% of the building area (i.e., Level
3 alteration).
When Type B units are altered or added within
an existing building, there are no extra
requirements to improve the accessible route.

Ex: Toilet Rooms

= When it is technically
infeasible to altered
the existing toilet
rooms to comply
= Comply as much as

feasible in the existing
bathroom

= Provide an accessible
single occupant toilet
room in the same area

IBC , IBC ‘ ,
B oo ety s vty o ettt - center B oo ety s vty 2 ot st - center
489 490
ACTIVITY escsnons ‘ ACTIVITY M d | 8 cocasins I
N e W odaule e
Module 8 — @ T
Problem Problem |.

Suppose someone
came to you with these
sketches of an existing
small-town theater,
wanting to know how
to make the facility
more accessible.

Srormee

FIRST FLOOR PLAN

~ center
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What would you
suggestinthe wayof: | = | e

» Scoping

Requirements
* General
Recommendations
* Technical
Requirements?

FIRST FLOOR PLAN

491
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ACTIVIT,

for Discussion

=\ Module 8 Problem : Topics

= Are the ticket and concession
counters accessible?

= |s the location for the pick-up of
assistive listening devices
accessible?

= |f a permanent assistive listening
system is installed, would there be

assistive listening devices available to
the wheelchair spaces?
= |s a unisex accessible bathroom on
the first floor acceptable?
= |f yes, where should the bathroom be
cated?

-

FINST FLOOR PLAN

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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ACTIVIT,

= Module 8 Problem
for Discussion

Is dispersal of the wheelchair
space locations technically
infeasible?

Where should the wheelchair
space locations be located?

Are the wheelchair spaces on an
accessible route?

Does this wheelchair space
dispersal constitute a variety of
alternatives as available to the
general public (i.e., equal
access)?

here is the companion seating?

FINST FLOOR PLAN

2018 IBC Accessibility and Usability for Commercial and Residential Buildings
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ACTVITY

for Discussion

Module 8 Problem : Topics

= From which direction is the approach
to the wheelchair space: front, rear or
side access?

= |s the size of the wheelchair space
adequate for this approach?

= Often the public service side of
theater is considered for accessibility

SECToN

requirements. Should the stage,
orchestra pit and dressing room also
be accessible?

= Can a platform lift be utilized in this
area?

=__Are the catwalks required to be

cessible?

FIRST FLOOR PLAN

2018 1BC Accessibility and Usability for Commercial and Residential Buildings
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ACTIVITY

Suppose someone
came to you with this
sketch for a proposed
department store
inside an existing
150-year-old factory
building, and asked
how to make the
facility more I g
accessible. kool (5 |

womens
(A

What would you
suggest?

15 CHECKOUT.—
ASiEs
@ adltlSiae)

cusTomeR

A& e
e
PG

AuTe
cERign

DEPARTMENT STORE LAYOUT
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ACTIVIT,

@ Final Reflection

= |f parking is provided, what
are the requirements?

= What are customer service
facilities, and are they
accessible?

= Does the elevated cafeteria
meet accessibility entrance
and route requirements?

Problem

o

= What percentage of booths
and tables must be

@ Final Reflection Problem

=Per the 2015 International Plumbing Code (IPC) the
store is required to have four water closet fixtures and
three lavatories for each sex, and one drinking fountain.
Since more than six total water closets are required, at
least one unisex toilet room is also required. How many
fixtures are required to be accessible?

= With an occupant load of 4,000, would the store meet
accessible entry and egress requirements?

= Where would visible alarms be required in this store?

accessible? an
1BC DEPARTMENT STORE LAYOUT IBC .
L
M 2018 1BC Accessibility and Usability for Commercial and Residential Buidings 497 eenfer M 2018 1BC Accessibilty and Usability for Commercial and Residential Buildings 498 eenfer
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" Final Reflection

This slide will help the learner to reflect on the day

and what they will take back to the job and apply.

= What? What happened and what was observed
in the training?

= So what? What did you learn? What difference
did this training make?

= Now what? How will you do things differently
back on the job as a result of this training?

~ center
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Technical Assistance

= [CC and A117.1 — ICC, (888)422-7233;
www.iccsafe.org.

= ADA - Access Board, 800-872-2253(v), 800-
993-2822(TTY), www.access-board.gov or email
at ta@access-board.gov

= ADA — ADA Technical Assistance Centers
(800)949-4232; www.adata.org

= Fair Housing — Fair Housing Accessibility First,

88)341-7781; www.fairhousingfirst.org.

center
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Final Reflection

= What? What happened and what was observed
in the training?

= So what? What did you learn? What difference
did this training make?

= Now what? How will you do things differently
back on the job as a result of this training?

center
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International Code Council is a Registered Provider with The American
Institute of Architects Continuing Education Systems. Credit earned on

completion of this program will be reported to CES Records for AIA This presentation is protected by U.S. and International
members. Certificates of Completion for non-AIA members are available on Copyright laws. Reproduction, distribution, display and use of
request. the presentation without written permission of the speaker is

. . . ) - 5 prohibited.
This program is registered with the AIA/CES for continuing professional

education. As such, it does not include content that may be deemed or
construed to be an approval or endorsement by the AlA of any material of © International Code Council 2018
construction or any method or manner of handling, using, distributing, or
dealing in any material or product. Questions related to specific materials,
methods, and services will be addressed at the conclusion of this

presentation. INTERNATIONAL
NN cod
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Thank you for participating!

To schedule a seminar, contact:
The Learning Center™
1-888-ICC-SAFE (422-7233) Ext. 33821
or
E-mail: learn@iccsafe.org

cente
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